


FAILURE TO FOLLOW SAFETY INFORMATION AND WARNINGS MAY

CAUSE PERMANENT DAMAGE AND VOID PRODUCT WARRANTY.

SAFETY INFORMATION

Steam cleaner must be level and on the floor during use.

listed on the label.

supply cord.

!

around water. 

      Do not leave the steam cleaner on and unattended. Always

switch the steam cleaner off and remove plug from wall

outlet when unattended. 

use only with a grounded outlet.

      Only use distiled water. Using hard water can cause

calcium or mineral build up and void the warranty. 

      Never use additives such as perfumes, stain removers, or 

other chemicals in the water tank as they will void the

warranty, cause permanent damage, and be dangerous.

      Make sure the water tank cap is fully secured before use. 

(See cleaning and storage).

     Do not pull or drag steam cleaner using the 

 steam gun and hose. 

Drain water tank prior to shipping, transporting.

      storage. 
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Levita LLC. in order to prevent a fire hazard.  



TECHNICAL SPECIFICATIONSPARTS LIST

PARTS OVERVIEW
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Model: Armato 9000

Power supply: 115V 60Hz

Heating element: 1700w - 14AMP

Steam Pressure: 6BAR - 90PSI PEAK

Tank capacity: 4.2LTR - 1.1 GAL

Boiler capacity: 3LTR - .8 GAL

Heating time: 9 MIN.

Boiler temp: 160C - 320F

Steam temp at tip: 140C - 284F PEAK

Power cord length: 20’

Steam hose length: 8’
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1. Armato 9000 steamer

2. Funnel

3. Steam gun and hose

4. Elbow adapter

5. Extension Tubes x 2

6. Detail jet tool

7. Bed bug / fabric tool

8. Cotton cover small

9. Spare o-ring set

10. Cotton cover large

11. Floor head

12. Instructions (not shown)

13. Tool set (not shown)



GETTING STARTED

FRONT & REAR WHEEL INSTALLATION

Install the rear wheels using the supplied tools along 

with the supplied wheel bolt, and lock nut. The wheel

 
bolt is inserted into the wheel then inserted into the 

steamer wheel mount. Once inserted, install the lock 

 

nut then tighten. (Fig.1)     

Fig.1

Fig.2

Wheel Bolt  
Lock 
Nut  

Front Wheel x 4 Bolts Rear 
Wheel  

Install the front wheels using the supplied tool along

with the supplied wheel bolts, and washers. There

are 4 bolts and 4 washers per wheel. (Fig.1) 

 CARRY HANDLE & CORD HOOKS

Attach the top  carry handle using the two supplied bolts

 

Fig.3

Cord 
hook 

Cord 
hook 

Levita LLC.

if over pressure or over temperature is detected. 

!

!

!

Once unpacked the only items that need to be installed are the rear wheels, front

wheels. and top handle.  All the necessary tools and hardware are included.

Armato 

!

the steam gun trigger down for 15-20 seconds to release the air trapped in the boiler. 

!

operation. Do not tip or tilt the steam cleaner during use. 
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and then tighten with the supplied Allen tool. The cord

hooks screw onto the studs located on the back of the

machine. Puch inward to tighten the cord hooks. The 

cord hooks rotate by pulling outward from the machine

then twisting to rotate. Use this rotate function to 

easily remove the power cord and to position the hooks

for cord storage. Use the Velcro strap to secure the cord 

during transport. (Fig.2-3)

 Carry
 Handle 

 Supplied
 Bolts 



ACCESSORIES AND TOOLS

Fig.1

Fig.2

Fig.3

Fig.4

Fig.5

! Never operate machine without water in the main tank.

The large elbow adaptor is required when using the floor 
head. With the large elbow adapter facing down, insert  
into the floor head until completely inserted then rotate 
up to lock in place. The elbow adapter will only insert 
facing down. The elbow adapter can be used directly on 
the steam gun or with the extension tubes. (Fig.2) 

 

Use large elbow adapter for 
floor head 

The detail jet tool and the bed bug / fabric tool can be 
connected directly to the steam gun or the extension
tubes. (Fig. 5) 

Use with steam gun 
or extension tubes

STEAM GUN / EXTENSION TUBES

The steam gun connects to the steam socket located
on the front panel of the machine. Flip the dust cover 
open and push the hose connector firmly into the 
socket until both tabs click into place. Remove the 
steam hose by pressing in both release tabs while 
pulling out. (Fig.1)

 
The steam gun has a trigger (ON) lock located just 
behind the trigger. This lock can be used for 
continuous steam without having to hold the trigger.  
To set the lock, push down the trigger, then while the
trigger is down slide the lock to hold the trigger. (Fig.1) 

Extension tubes can be used for floors or difficult to
reach areas. The extension tubes push and lock into 
place on the steam gun.  

Trigger lock

Extension tubes
lock and release
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extension tube (use 1 to 2 tubes as desired). Ensure

DETAIL JET TOOL / BED BUG TOOL

‘ ’CLICK

Tools click into
extension tubes 

Cotton pad

FLOOR HEAD / ELBOW ADAPTER

overhanging material under the spring clips located on 

(Fig. 3) 



FILLING & OPERATION

Fig.1 

!

!

Make sure the steam gun and hose is plugged into the 

machine before startup. Plug the machine into a proper 

wall outlet and swit

the pump is running hold the steam gun trigger down 

for 15-20 seconds to release the air trapped in the boiler. 

Once the boiler is full the pump will stop and the red 

status light will light up showing the boiler is now 

heating the water. Once the boiler is at operating

temperature the status light turns to green indicating 

or

GENERAL FUNCTION:

located on the top of the machine and using the 

screen. (Fig.1)   

 Using additives of any kind will void the warranty.

!

(Fig.3)

Turn the controller knob clockwise to 

increase the steam output and counter clockwise to 

reduce the steam output.

.

internal components and can cause failure to internal parts and void the warranty.

without this screen in place.  Failure to do so will void the warranty.  

 

Fig.2 

Fig.3 
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Water fill light
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Use steam controller 
knob to adjust steam 
output level

Status light

On / off
switch

the steamer is ready for use. (Initial start up from cold machine is aprox. 9 min) *The 

status light will cycle red to green during use as the boiler maintains the temperature.  
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Armato 9000

erDo not ov
er

NOTE:
Do not ov!

Cold water 
tank fill cap

Rubber cap



BEDBUG - DUST MITES - ALLERGENS

Fig.2

Fig.3

WHY USE STEAM?

The Armato 9000 uses water to produce steam with an output temperature between 240˚

to 280˚ degrees.  Pests such as bedbugs, dust mites and other allergens along with their 

eggs are killed on contact at a temperature of 180˚ degrees. Using steam is an extremely

other bacteria or viruses without leaving any harmful chemical residue behind. The tools 

supplied with the Armato 9000 allow you to treat all areas where these pests can hide 

such as bedding, sofas, furniture, pillows, carpet, cracks and crevices that are ideal hiding 

places for pests. 

BEDDING / FURNITUREFig.1

The bed bug / fabric tool with cotton cover is ideal for 

treating bedding, furniture, pillows, and carpet areas 

around bed posts and base boards. Start by installing 

the supplied cotton cover on the clothes - fabric / 

smooth surface tool. Apply light consistent pressure and 

slowly pass it along the surface (1” per second) to insure 

the area being treated has a chance to come to full 

temperature killing pests and their eggs. (Fig.1)

Apply light consistent pressure and slowly pass it along 

the surface (1’’ per second) to ensure the area being 

treated has a chance to come to full temperature, thereby 

killing pests and their eggs. (Fig.3)

 

Detail jet tool

Fig. 4 

Use clips for

Cotton pad

Carpet

GO TO ARMATOSTEAM.COM FOR INSTRUCTIONAL VIDEOS AND MORE

great for treating large surface areas such as bedding,

over fabric and carpet with ease. (Fig.2)

The detail jet tool can be used on its own for tight areas. 

This tool is great for cracks and crevices, around footing 

of beds and furniture, and around baseboards. Make sure 

to concentrate the steam directly on the area to be 

treated with as minimal distance as possible. The steam 

not directly on the surface being treated. 

The detail jet tool can be attached directly to the steam 

gun or to the extencion tubes. (Fig4)



CLEANING / MAINTENANCE 

  

CLEANING /STORAGE

Always ensure before cleaning or maintaining the 

Only clean the outer surface with a water moistened cloth.  Do not use any cleaning

agents, abrasives or alcohol 

Fig.1

 

 

ACCESSORIES 

The cold water tank and main boiler tank should be 

emptied before storing for any extended period of time 

(30 days or more) or every 3 months of use to help remove 

any debris that may have collected in the tanks. Make sure 

the steamer is unplugged and completely cooled down 

before emptying the tanks. The cold water tank has a drain 

located on the underside closest to the right rear wheel. 

Remove the drain cap to drain the cold water tank then 

replace  and tighten the cap. Do not overtighten the cap 

  

 Replacement accessories and parts are available to order online at armatosteam.com

STORAGE / TRANSPORTING / SHIPPING

 detergents and wash cycle.  

 on frequency of use to be sure there is no trapped debris in the screen. Remove the screen 

!

 so can allow debris to enter the system and void the warranty.  

as you may damage the seal. The boiler drain is located on the underside in the center 

of the steamer.  The steamer MUST be 100% cooled down and have no pressure stored 

in the tank to remove this cap. Remove the drain cap to drain the boiler then replace  

and tighten the cap. Do not overtighten the cap as you may damage the seal. (Fig.1)  

!  Never ship or transport the machine with water in the cold water tank.

The cold water tank MUST be completely emptied prior to shipping or transporting the 

machine.  Falure to do so can cause water to enter the machines internal parts and void 

the warranty.  

Make sure all the o-rings are in place on the accessory tools and adapters. A silicon lube

can be used on these o-rings to help maintain a long use life. 
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unplugged from the wall outlet.

or by calling 866-375-2323

Cold water
drain 

Boiler
drain 



PROBLEM?

      IMPORTANT : 

TROUBLESHOOTING

What do I do if the machine or an accessory becomes damaged or broken? 

Visit www.armatosteam.com for a complete list of parts and accessories available for 

purchase or simply call us at 866-375-2323 or visit armatosteam.com to 

purchase replacement parts or schedule a repair.  “WE ARE HERE TO HELP.” 

TROUBLESHOOTING

One of the ETL protection devices has been triggered or the power cord has been 
Call us at 866-375-2323 or e-mail us at sales@armatosteam.com to schedule 

Do not return to the place of purchase for warranty or repairs.  Only 

damaged.

Vapamore is authorized to facilitate all repairs to keep the highest quality and ETL 

standards.  Repairs or tampering by any other party will void the Warranty.

The protection circuit breaker has been tripped.  Call us at 866-375-2323 or

    
 

The main water tank and boiler are empty. 

The steam gun hose socket is not plugged in correctly. 

Check and replug in the socket until the two locking tabs click.

The internal parts have been clogged by debris or hard water build up.

Fill tank with water.

-

      IMPORTANT :

!

the steam gun trigger down for 15-20 seconds to release the air trapped in the boiler. 
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e-mail us at sales@armatosteam.com to schedule a repair. 

a repair. 

Call us at 866-375-2323 or e-mail us at sales@armatosteam.com to schedule 
a repair. 



Lifetime Limited Warranty for the 
Armato 9000 Steamer

                                                                                                                                                                                          (Overview and terms of the Limited Lifetime Warranty)

Coverage: 

1: Lifetime parts and labor on the boiler, heating element and all internal electronics.  

The Armato 9000 Steamer boiler tank, heating element and all internal electronic parts are lifetime warranted to be 

free from defects in material and workmanship when utilized by the original purchaser only. This warranty does not

cover damage due to hard water calcium or mineral build up on internal parts including but not limited to the boiler, 

heating element, solenoid, pump, internal valves and fittings.

2: One (1) year parts and labor on accessories and housing.

The Armato 9000 Steamer accessories and housing are warranted to be free from defects in material and 

workmanship for a period of one (1) year from the date of purchase when utilized by the original purchaser only. 

This does not include replacement of  items due to wear including but not limited to the Floor Brush, Nylon Brush, 

Grout Brush, Metal Brush, Jet tip, Bed Bug / Fabric Tool Cotton Cover, Floor Brush Cotton / Micro Fiber Cover. 

For this warranty to apply the original purchaser must return the warranty registration form (included in the original 

packaging along with a copy of the original purchase receipt to Levita LLC., 12410 N.W 39th Street, Coral Springs, 

FL 33065  within 15 days after the original purchase date. 

Should any defect covered by the terms of this lifetime limited warranty be discovered, Levita LLC. will repair or 

replace any defective part provided the unit is returned by the original purchaser on file with the warranty form 

information. 

The liability under this warranty is limited solely to the cost of the replacement parts or the complete unit at the 

discretion of Levita LLC.  This warranty is void if damage if resulting from accident, misuse, improper operation, 

unauthorized repair or alteration,  tampering, substance other than clean water used in the boiler tank, hard water 

calcium or mineral build up, or damages accruing in transit. This warranty does not cover any shipping fees to or 

from our facility. 

This warranty is extended to the original purchaser only and excludes all other legal and / or conventional warranties.  

The responsibility of Levita LLC. if any is limited to the specific obligations expressly assumed by it under the terms 

of the lifetime limited warranty.  In no event is Levita LLC. / Vapamore liable for incidental or consequential damages 

of any kind whatsoever.

Customer is responsible for all shipping fees to and from our facility. Carefully pack returning items for repair to avoid 

damage in transit. Main water tank must be empty of all water before shipping. Failure to do so will void this warranty.  

Be sure to include in the box all your contact information including name, phone number, e-mail address and shipping

 address along with a prepaid return ship tag from UPS or Fed Ex.  Levita LLC. / Vapamore does not ship and will not 

accept items sent via USPS.  Contact Levita LLC. at 866-375-2323 or e-mail sales@armatosteam.com for making 

arrangements to return items for repair or service. Levita LLC. / Vapamore is not responsible for any shipping cost to 

or from our facility. 

Levita LLC. 

12410 N.W 39th Street

Coral Springs, FL 33065

Phone  (866) 375-2323  - E-mail sales@armatosteam.com 


